
    
ITEM NUMBER: E21059-BK

The fixture is designed to dim with a standard
Triac forward phase dimmer.Dimming levels
will vary by dimmer.
Below is a list of recommended dimmers:

    Lutron MACL-153M
    Lutron DVL-153P
    Lutron SCL-153P
    Leviton IPL06-10Z
    Leviton 6674-POW

Due to the inrush current wattage should not exceed
150 watts of product for a 600 watt dimmer.

Please consult your electrician for hanging fixture and wiring.

PRODUCTS ARE NOT INTENDED
FOR COMMERCIAL USE.
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Astro LED PendantPRODUCT NAME:

C o n t e m p o r a r y
L i g h t i n g



IMPORTANT: Turn OFF the power at the main fuse or circuit breaker box before starting installation

Locate all hardware & components before discarding packaging
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2.)

Step.1:

Step.2:

1.)

Link the pipe line(A) to the light
body, absorb a dish to pack with
ten thousand toward the head(B)
in the pipe line

Cleaning & Care:
Clean with soft cloth and a mild detergent.
Do not use abrasive cleaner.

Use screw(D) hang plank(C) to
install well, use spring coil Luo
the type connect the line head(E)
has the power cable connected
and use screw(F) light body
gearing to hang top in the plank

       (B)
Absorb a dish and ten
thousand to head

3.)

Step.3: Pack the GU24 LED light
source(G), pack glass(H) to twist
good glass(H) of tight iron piece
lock.


