
DESCRIPTION
A transparent cone of glass features a wide handetched band
across its center which provides visual interest while naturally
diffusing the light. Includes (1) 50 watt lowvoltage GY6.35 base
Xenon bipin lamp or 8 watt replaceable 500 lumen 90 CRI
3000K LED SORAAÂ® module and 6' of fieldcuttable
suspension cable. For use with 24 volt transformer, add suffix "
24" to item number (LED lamp option is not compatible with 24
volt transformers). Works with SORAA. 

ACCESSORIES & OPTICAL CONTROLS
Fusion Jack Swag Hook, SORAA® LED BiPin Replacement
Pendant Module LBL

WEIGHT
33.5lb / 1.361.59kg ±

clear amber smoke

ORDERING INFORMATION

700 SYSTEM     BON COLOR FINISH LAMP

 

 

FJ FREEJACK
MP MONOPOINT
MO MONORAIL

A AMBER

C CLEAR

K SMOKE

Z ANTIQUE BRONZE
S SATIN NICKEL

 12 VOLT XENON (T20)
LEDS930 
LEDS930 12 VOLT LED 90 CRI 3000K (T20/T24)
24  24 VOLT HALOGEN

MP mount includes 4" Round Flush Canopy.
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Skokie, Illinois 60077

Tech Lighting, L.L.C.
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F 847.410.4500

700 ____ BON ____ ____ ____ 

FIXTURE TYPE: ________________________________________________

JOB NAME: ________________________________________________

NOTES: ________________________________________________
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